
Vis charpente SENCO HBS Tête
Fraisée Galva - HBS

Référence (SKU) : CFG93308

Réf. fournisseur : HBS

DESCRIPTION

Vis charpente Tête fraisée autofraisante Acier Zingué Classe 2 alésoir en fin de filetage pointe avec

entaille Avis Technique Européen

VARIANTES

Réf. Nom

VMA92316 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x120mm - HBS-60120-CH30

VMA92317 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x140mm - HBS-60140-CH30

VMA92318 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x160mm - HBS-60160-CH30

VMA92319 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x180mm - HBS-60180-CH30

VMA92320 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x200mm - HBS-60200-CH30

VMA92321 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x220mm - HBS-60220-CH30

VMA92322 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x240mm - HBS-60240-CH30

VMA92323 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x260mm - HBS-60260-CH30

VMA92324 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x280mm - HBS-60280-CH30

VMA92325 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T30 - 6,0x300mm - HBS-60300-CH30

VMA92326 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x80mm - HBS-80080-CH40

VMA92327 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x100mm - HBS-80100-CH40

VMA92328 Vis charpente SENCO HBS Tête Fraiséee galva Empreinte T40 - 8,0x120mm - HBS-80120-CH40

VMA92329 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x140mm - HBS-80140-CH40

VMA92330 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x160mm - HBS-80160-CH40

VMA92331 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x180mm - HBS-80180-CH40

VMA92332 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x200mm - HBS-80200-CH40

VMA92333 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x240mm - HBS-80240-CH40

VMA92334 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x260mm - HBS-80260-CH40

VMA92335 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x280mm - HBS-80280-CH40

VMA92336 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x300mm - HBS-80300-CH40

VMA92337 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x340mm - HBS-80340-CH40

VMA92338 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x320mm - HBS-80320-CH40

VMA92339 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x360mm - HBS-80360-CH40

VMA92340 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x380mm - HBS-80380-CH40
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VMA92341 Vis charpente SENCO HBS Tête Fraisée galva Empreinte T40 - 8,0x400mm - HBS-80400-CH40

VMA92342 Vis charpente SENCO HBS Tête Large galva Empreinte T30 - 6,0x50mm - HBS-60050-FH30

VMA92343 Vis charpente SENCO HBS Tête Large galva Empreinte T30 - 6,0x80mm - HBS-60080-FH30

VMA92344 Vis charpente SENCO HBS Tête Large galva Empreinte T30 - 6,0x100mm - HBS-60100-FH30

VMA92345 Vis charpente SENCO HBS Tête Large galva Empreinte T30 - 6,0x140mm - HBS-60140-FH30

VMA92346 Vis charpente SENCO HBS Tête Large galva Empreinte T30 - 6,0x180mm - HBS-60180-FH30

VMA92347 Vis charpente SENCO HBS Tête Large galva Empreinte T30 - 6,0x200mm - HBS-60200-FH30

VMA92348 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x80mm - HBS-80080-FH40

VMA92349 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x100mm - HBS-80100-FH40

VMA92350 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x120mm - HBS-80120-FH40

VMA92351 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x140mm - HBS-80140-FH40

VMA92352 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x160mm - HBS-80160-FH40

VMA92353 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x180mm - HBS-80180-FH40

VMA92354 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x200mm - HBS-80200-FH40

VMA92355 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x220mm - HBS-80220-FH40

VMA92356 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x240mm - HBS-80240-FH40

VMA92357 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x260mm - HBS-80260-FH40

VMA92358 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x280mm - HBS-80280-FH40

VMA92359 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x300mm - HBS-80300-FH40

VMA92360 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x320mm - HBS-80320-FH40

VMA92361 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x340mm - HBS-80340-FH40

VMA92362 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x360mm - HBS-80360-FH40

VMA92363 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x380mm - HBS-80380-FH40

VMA92364 Vis charpente SENCO HBS Tête Large galva Empreinte T40 - 8,0x400mm - HBS-80400-FH40
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